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ai - Rods, Ground 
 

Applicable Size: The standard length is 8 feet and catalog numbers listed below 
are for this length.  Longer rods may be required for special 
conditions. 

 
Hot Dip Galvanized Steel 

 
Manufacturer 5/8"  3/4" 
   
Blackburn - GR7508 
Boggs G588 G348 
 PTG588** PTG348** 
Dixie D8578 D8618 
Erico G588 G348 
 G588PT** G348PT** 
Eritech (Carolina Galvanizing/Knight) 815880 813480 
 815889** 813489** 
Galvan GR6258 

GR6258P** 
GR7508 

GR7508P** 
General Electric 0982-00002 0982-00003 
Grip-Tite GT588 GT348 
Hubbell (Chance) 8578 8618 
 C203-0107** C203-0109** 
 C203-0377* - 
 GT588PT** GT348PT** 
Joslyn J5328 J5338 
Korns KG58 KG34 
Kortick K4658 K4678 
Line Hardware GR-588G GR-348G 
Lloyd 6258H 7508H 
MacLean (Continental) U5307 U6338 
Porcelain Products 7338 7348 
South Atlantic, LLC (Southern Grounding) Z588 Z348 
Wilcor WA8580G WA8340G 
   

Electro-Galvanized Steel 
 
Apache G588 G348 
 G588PT** G348PT** 
Blackburn GR6258 - 
Calpico G8580 - 
LMP  6258E** 7508E** 
 

Stainless Steel 
 
Galvan S6258 S7508 
Harger 588SS3 - 
Teledyne (MEFCO) TDY Sol TDY Sol 
Wilcor WA 588-S WA348-S 
*Rod furnished  with clamp. 
**Rod furnished with 4 ft., No. 6 tinned or galvanized copper pigtail. 
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ga - Watthour and Watthour-Demand Meters 
Solid State Registers 

 
 

 
Manufacturer Conditions 
  
ABB 
Solid State Polyphase Watthour meter, Alpha 

line, A1, A and S type bases (all forms) Class 
20 and 200, 120, 240, 277, and 480 V 

 
To obtain experience. 

  
GE 
kV Vector Meter 

Form 10A, 36A, 45A, 48A, 3S, 9S, 36S, 45S 
 56S; Class 20; 120 V to 480V or 57V to 120V 
Form 13A, 16A; Class 150; 120V to 480 V 
Form 2S, 12S, 16S; Class 200 or 320; 120V to  
 480V 

 
To obtain experience. 

  
Invensys 
Socket base, 3 wire, single-phase watthour meter, 

Type iS01, Class 200 
Socket base, 3 wire, single-phase watthour meter, 

Type iSA1 Class 200 with integrated Itron 
51ESS ERT 

Socket base, 3 wire, single-phase watthour meter, 
Type iN01 Class 200 Electronic Network 
Meter.    

Socket base, 3 wire, single-phase watthour meter, 
Type iNA1 Class 200 iCon Network Meter with 
Integrated AMR 

 

 
To obtain experience. 
 
To obtain experience. 
 
 
To obtain experience. 
 
To obtain experience. 
 
 

  
Landis & Gyr 
Solid State Watthour Meter Type DDS2, Form 

5S, 6S, 8S, 9S, 10S, Class 20. 

 
To obtain experience. 

  
Schlumberger 
CENTRON 

Form 2S, Class 200. 
Solid State or Mechanical Register. 

FULCRUM SQ400 
Form 5A, 6A, 9A, 5S, 6S, 9S, 10S, Class 20 

FULCRUM SL300 Series 
Form 5A, 6A, 8A, 9A, 5S, 6S, 8S, 9S, 10S, 
12S, 14S, 15S, 16S, Class 20 and 200. 

QUANTUM Q200 Series 
Form 5A, 6A, 8A, 9A, 5S, 6S, 8S, 9S, 10S, 
26S, Class 20 and 200. 

QUANTUM Q300 Series 
Form 6A, 9A, 6S, 9S, 10S, Class 10 and 20. 

VECTRON SVX 
Form 5A, 6A, 8A, 10A(9A), 5S, 6S, 9S(8S), 
12S, 16S(14S, 15S), 26S, Class 20 and 200. 

 
To obtain experience. 

 
 

To obtain experience. 
 
To obtain experience. 
 
 
To obtain experience. 
 
 
To obtain experience. 
 
To obtain experience. 

  


